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DESCRIPTION

ELECTRICAL CONDUIT
OVERHEAD CONDUCTORS
PULL BOX

REPLACE EXISTING BOX WITH NEW BOX
SIZE AS SPECIFIED.

UTILITY POLE

TRAFFIC SIGNAL OR STREETLIGHT
STANDARD

12”7 RED, YELLOW AND GREEN TRAFFIC
SIGNAL HEAD WITH BACKPLATE

8" RED, YELLOW AND GREEN TRAFFIC
SIGNAL HEAD WITH BACKPLATE

127 RED ARROW, YELLOW ARROW AND
GREEN ARROW TRAFFIC SIGNAL HEAD
WITH BACKPLATE

PEDESTRIAN SIGNAL FACE

PEDESTRIAN PUSH BUTTON (ARROW
ON SIGN PLATE AS SHOWN)

LUMINAIRE

STREETLIGHT STANDARD WITH MAST
ARM AND LUMINAIRE (ELECTROLIER)

TRAFFIC SIGNAL STANDARD WITH
LUMINAIRE, MAST ARMS AND
SIGNAL HEADS

INDUCTIVE DETECTOR LOOP

TRAFFIC SIGNAL CONTROLLER
CABINET (DOOR SWING AS SHOWN)

ELECTRICAL SERVICE CABINET
(DOOR SWING AS SHOWN)

TRAFFIC SIGNAL COMMUNICATIONS
CABLE

X ge DETECTOR LOOP LEAD-N CABLE
iy TRAFFIC SIGNAL AND DRAWING
e STREETLIGHTING LEGEND - ore
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